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The use of Galfan continues to grow
McClellan, CA – 29,600’ of Galfan coated chain link fence has been installed at the Fall River Mills Airport in Shasta County about 20 miles northeast of Redding, CA. The Galfan coated wire; supplied by Davis Wire Kent, WA; was woven by Alturas Fence in McClellan, CA and installed by Dale Carted Fencing.        
Twenty-Three Thousand feet (23,000’) of 2”-9 gauge BK and Six Thousand Six Hundred feet (6,600’) of 2”-11 gauge BK Galfan® fence, along with a corresponding amount of Galfan® Marcelled tension wire, was installed at the Fall River Mills Airport.  The Six Thousand Six Hundred feet (6,600’) was originally spec’d to be “non-climb” fence but was changed to the 11 gage Galfan® fence.  This was a collaborative decision made by “The Team”.  Dale Carter wanted to use the 11 gage because they had been so pleased with the way the 9 gage installed.  He felt the 11 gage fence would be easier to install potentially repair in the future.  “The Team” also believed the Galfan® fence was a superior fence.  “I like the fact that the cut ends tend to ‘heal over’ with the Galfan®” stated Jose Pulido of Woven by Alturas Fence.  Jose also liked the fact that the Galfan® fence has a greater potential to last longer in a variety of weather conditions.  Dale Carter was very pleased with how easy the Galfan® fence was to use and said “it went right up and was even easier to install than regular GBW fence.”   
The Fall River Mills project was complete in 2007.  

GALFAN® FACTS:

Galfan® is a 95% zinc/5% aluminum mischmetal alloy with proven durability, flexibility, and 3-4 times the life expectancy of conventional galvanized wire. Galfan® out performs traditional galvanized wire products in all applications. Salt spray tests prove that Galfan® is superior to 2.0 oz/Sqft galvanized after weaving (GAW) and 1.20 oz/sqft galvanized before weaving (GBW) chain link.

Galfan® meets ASTM specifications: A817 for wire and F1345 for fabric. Galfan® coated wire can be used for highways, parks, schools, residential, airports, and prisons. Not only does it last 3-4 times longer than traditional galvanized, it has a safer smoother finish as compared to hot dipped. The use of Galfan® continues to grow, further proving its superior performance.
Galfan® allows the end user to achieve two enviable goals at the same time, by providing longer corrosion life and a lower cost per year of service life. “Galfan® maintains a -like new- appearance until the end of its lifespan, cuts raw material costs, and extends the corrosion life of the wire by increasing its years of functional service,” said Mike Carroll, Sales Manager for Davis Wire, Kent, WA. “The real payoff is the ability to produce a product that not only lasts longer but looks good until the end of its life.” 

Davis Wire Corporation is one of the few licensees to meet the strict international standards of performance specified by ILZRO (International Zinc Research Organization), a non-profit research management organization that since 1958, has been overseeing research and technology worldwide on behalf of the lead and zinc industries.  Davis Wire Corporation has the complete facilities and the required coating manufacturing discipline, as well as 50 years of experience in the wire manufacturing and coating business, that are necessary to produce the highest quality product according to customer demands.  
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Company Information

Davis Wire Corporation, established in 1927, has built a reputation for dependability, quality and reliability. We are committed to creating value in the relationship with our customers, vendors, and employees through continuous improvements.  
